Key Components

ITEM NO. DESCRIPTION MATERIAL
| Door Plastic ABS
2 Front Cover Plastic PC + ABS + FR(40)
3 Control PCB FcRo%t%g\?s?f s 140) !
4 Insulator Sheet Polycarbonate
5 Sub PCB FcRo%t%g\?s?f S5 10) |
6 Middle Plastic PC + ABS + FR(40)
7 Relay PCB Various
8 Relay Busbars Copper (Tin Plated)
9 Cage Clamps Steel (Zinc Plated)
10 Current Transfromers Various
11 Busbars Copper (Tin Plated)
12 SCRs Various
13 PCB Mounts PC + ABS + FR(40)
14 Base Plastic PC + ABS + FR(40)
15 Heatsink Aluminium
16

Din Bracket Assembly

Steel (Galvanised)

Disassembly Instructions:

Removed all fasteners and dispose of
components according to material type.

Summary: Recyclable Materials

Total Weight 2.65 kg
Aluminium 0.95 kg
Copper 0.24 kg
Steel 0.28 kg
Polycarbonate 0.02 kg
Plastics 0.39 kg
Packaging 0.33 kg
Total Recyclable Weight 2.21 kg

Approximately 83% of the product
(by weight) is recyclable.
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